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METAL SPARATOR SYSTEM

• Metal separator for free-fall 
application  
 

• High scanning sensitivity  
• (0.5 mm Fe-ball in AMS-F35)  

 
•  Very low construction height allows 

easy integration in existing pipe 
systems 
 

• Minimum loss of good material due 
to separation system „Quick-Flap“  

 

SYSTEM DESIGN FUNCTIONAL PRINCIPLE

APPLICATION EXAMPLES

SENSITIVITY SYSTEM
Specifications 

Model AMS - F35 AMS - F50 AMS -F70 

Sensing Capacity 

Stainless Steel 
Iron : 0.5mm  

S.S : 1.0mm 
 

S.S : 1.2mm 
Iron : 1mm  

   S.S : 1.8mm 

Inlet Dimensions D=35mm D=50mm D=70mm 

Weight 27kg 27kg 27kg 

Separate time 0.2 - 2.5 second  

Power Supply  AC   110-220V ±10% 50/60Hz 

Power Consumption  50 VA or less 

Passing Speed  Natural falling from height of 150mm or less from inlet 

Waterproof standard IP65 

Air consumption  0.4L of every separate action  

Compressed air 4 8KG ，6-- 8mm soft tube connect   

Schematic dimensions (mm) 

(Protrucsions included) Width*Height*Length  = 303*584*348 mm 

Specimen Temperature 0ᴼC ~ 80ᴼC  

Working Temperature 0ᴼC ~ 40ᴼC  

Room Temperature 


